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Transfer Station Tip Floor

• Area: 71,230 sf

• North Area: 46,200sf
• South Area: 25,030 sf

• Built in 1983

• Depth of reinforcing steel (concrete 
cover) is 1.5 inches

• Modern designs typically provide 4 
inches of cover



Surveying Surveyed over four 
consecutive weekends 
in October 2025.



Heat Map

• Green, blue, and purple areas:

• Elevations that are lower than the 
design elevation



Condition 
Rating • North Area: Poor and Very Poor condition (CR of 4 to 5)

• South Area: Fair condition (CR of 3)



PROS CONS

Phased approach (patching as 
needed)

• Least impact on operations

• Lowest near-term cost

• Allows for future repairs to be 
planned, budgeted and 
developed based on condition  

• Allows for changes to 
RethinkWaste’s programs and 
associated equipment to occur

• Potential to receive elevated 
pricing based on size(s) of repair 
projects 

• Phased approach could result in 
higher costs over the long term 

• Phased approach could result in 
uneven surfaces at repair edges, 
resulting in operational 
challenges

Entire floor resurfacing approach

• Provides a new, even, wear 
surface to the entire operations 
area  

• Would defer any future capital 
investment for repair typically for 
7 to 10 years

• Significant operational impact  

• Largest capital cost to 
implement. 

• Changes to programs and related 
equipment may require further 
repairs at a later time

Repair Approaches



Final Recommendation

• Prioritize North Area

• Phases 1 -3 



Thank You!
Joanne Nghiem

jnghiem@rethinkwaste.org
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